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                                                    IntroductionCongratulations on purchas<strong>in</strong>g <strong>the</strong> <strong>Samson</strong> <strong>Servo</strong> <strong>120a</strong> Power Amplifier! Although designed for easy operation,we suggest you first take some time to go through <strong>the</strong>se pages so you can fully understand how we’ve implementeda number of unique features.The <strong>Servo</strong> <strong>120a</strong> is a s<strong>in</strong>gle rack-space stereo power amplifier which is optimized for use <strong>in</strong> both professional andproject record<strong>in</strong>g studio environments as well as for live performance. It delivers 60 watts of power per channel<strong>in</strong>to 4 ohms (or, <strong>in</strong> Bridge mode, 120 watts <strong>in</strong>to 8-ohms) over <strong>the</strong> full frequency spectrum, from 3 Hz to 65 kHz.Both balanced 1/4" TRS and unbalanced RCA-type <strong>in</strong>put connectors are provided, along with 5-way b<strong>in</strong>d<strong>in</strong>gpost output connectors. Front-panel controls and displays <strong>in</strong>clude a power switch, <strong>in</strong>dependent left- and rightchannel<strong>in</strong>put level controls, ten-segment LED meters, a Protection LED, and a convenient headphone jack andspeaker on/off switch for private cue monitor<strong>in</strong>g. Suggested applications for <strong>the</strong> <strong>Servo</strong>120 <strong>in</strong>clude:• Amplification for nearfield monitors or cue headphones <strong>in</strong> both professional and project studios - Itssuperb audio specs and whisper-quiet performance (its convection cool<strong>in</strong>g design means <strong>the</strong>re is no fan),along with its unique front-panel speaker on-off switch and dedicated headphone jack, make <strong>the</strong> <strong>Servo</strong><strong>120a</strong> <strong>the</strong> perfect complement to any record<strong>in</strong>g studio.• Home Theatre applications - The power and flexibility offered by <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> (it can be used ei<strong>the</strong>r as a60 watt stereo amplifier, or, <strong>in</strong> bridge mode, as a 120 watt monophonic amp) makes it <strong>the</strong> perfect additionto any home <strong>the</strong>atre, <strong>in</strong> conjunction with any DVD player or o<strong>the</strong>r surround sound system. For example, useit <strong>in</strong> stereo mode to drive your ma<strong>in</strong> front left/right speakers, us<strong>in</strong>g your home stereo to drive <strong>the</strong> rear satellitespeakers—or use <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode to drive your center channel or subwoofer with powergalore.• As an extension to a home hi-fi system - The <strong>Servo</strong> <strong>120a</strong> boasts professional specs which far exceed thatof most consumer products. For a real “studio” experience <strong>in</strong> your own home, try connect<strong>in</strong>g your homehi-fi amplifier’s auxiliary outputs to <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>’s <strong>in</strong>puts (thus us<strong>in</strong>g your hi-fi amp as a preamplifier) and<strong>the</strong>n connect your exist<strong>in</strong>g speakers to <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>’s outputs. If you fall <strong>in</strong> love with <strong>the</strong> sound (as we’resure you will), you might want to substitute a professional pre-amplifier for your exist<strong>in</strong>g hi-fi amp—and,from <strong>the</strong>re, you may well end up graduat<strong>in</strong>g to higher-level speakers. High quality sound is addict<strong>in</strong>g—don’t say we didn’t warn you!• Power<strong>in</strong>g public address systems <strong>in</strong> permanent <strong>in</strong>stallations - The <strong>Servo</strong> <strong>120a</strong> can be used to effectivelydrive PA speakers <strong>in</strong> <strong>in</strong>stallations such as classrooms and corporate conference rooms.• Onstage monitor<strong>in</strong>g - In small and medium-sized onstage areas (such as <strong>in</strong> clubs, lounges, etc.), <strong>the</strong> <strong>Servo</strong><strong>120a</strong> can be used to drive stage monitors, allow<strong>in</strong>g <strong>the</strong> performers to hear <strong>the</strong>mselves without hav<strong>in</strong>g torely on onstage equipment amplification.• MIDI rack monitor<strong>in</strong>g - Tak<strong>in</strong>g only a s<strong>in</strong>gle rack space, MIDI musicians can easily <strong>in</strong>corporate <strong>the</strong> <strong>Servo</strong><strong>120a</strong> <strong>in</strong>to <strong>the</strong>ir exist<strong>in</strong>g rack of gear. Comb<strong>in</strong>ed with a pair of high quality stage or studio speakers, thismakes for an excellent monitor<strong>in</strong>g system that can accurately reproduce <strong>the</strong> broad range of frequenciestypically output by devices such as syn<strong>the</strong>sizers, samplers, and digital audio workstations.In <strong>the</strong>se pages, you’ll f<strong>in</strong>d a detailed description of <strong>the</strong> many features of <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> Power Amplifier, aswell as a guided tour through its front and rear panels, step-by-step <strong>in</strong>structions for its setup and use, referenceappendices, and full specifications. You’ll also f<strong>in</strong>d a warranty card enclosed—please don’t forget to fill it outand mail it <strong>in</strong> so that you can receive onl<strong>in</strong>e technical support and so we can send you updated <strong>in</strong><strong>format</strong>ionabout <strong>the</strong>se and o<strong>the</strong>r <strong>Samson</strong> products <strong>in</strong> <strong>the</strong> future.SPECIAL NOTE: Should your unit ever require servic<strong>in</strong>g, a Return Authorization number (RA) is necessary.Without this number, <strong>the</strong> unit will not be accepted. Please call <strong>Samson</strong> at 1-800-372-6766 for a ReturnAuthorization number prior to shipp<strong>in</strong>g your unit. Please reta<strong>in</strong> <strong>the</strong> orig<strong>in</strong>al pack<strong>in</strong>g materials and, if possible,return <strong>the</strong> unit <strong>in</strong> its orig<strong>in</strong>al carton and pack<strong>in</strong>g materials.4

                                                    

                                                    <strong>Servo</strong> <strong>120a</strong> FeaturesThe <strong>Samson</strong> <strong>Servo</strong> <strong>120a</strong> Power Amplifier utilizes <strong>the</strong> latest technology <strong>in</strong> professional power amplifier design.Here are some of its ma<strong>in</strong> features:• Power to spare - Each channel delivers 60 watts of power <strong>in</strong>to 4 ohms (or, <strong>in</strong> Bridge mode, 120 watts <strong>in</strong>to 8ohms).• Clean, crisp sound - Impressive audio specifications such as .01% THD, S/N of 105 dB, crosstalk of 75 dB,and frequency response of 3 Hz to 65 kHz guarantee ultra-clean sound quality <strong>in</strong> any live or record<strong>in</strong>g environment.• Independent <strong>in</strong>put level controls for each channel with 41-position detents.• Ten-segment LED meters for each channel cont<strong>in</strong>uously display power output levels and allow you to correctfor overload<strong>in</strong>g (clipp<strong>in</strong>g) conditions.• Front-panel Protection LED shows you at a glance overheat<strong>in</strong>g or faulty wir<strong>in</strong>g conditions.• Innovative front-panel Speaker on/off switch and dedicated headphone jack enables private cue monitor<strong>in</strong>gof <strong>the</strong> <strong>in</strong>put signal.• Both electronically balanced 1/4" TRS and unbalanced RCA-type <strong>in</strong>put connector jacks are provided alongwith 5-way b<strong>in</strong>d<strong>in</strong>g post output connectors.• Convection cool<strong>in</strong>g (no fan) makes for whisper-quiet operation even <strong>in</strong> critical listen<strong>in</strong>g environments suchas record<strong>in</strong>g studios.• Unique bipolar circuit design that cont<strong>in</strong>uously keeps DC output dur<strong>in</strong>g idl<strong>in</strong>g at or near 0 volts (thus keep<strong>in</strong>gidle speakers at <strong>the</strong>ir 0 po<strong>in</strong>t). This serves to m<strong>in</strong>imize heat overload problems by effectively prevent<strong>in</strong>g<strong>the</strong> <strong>Servo</strong> <strong>120a</strong> from apply<strong>in</strong>g power when unnecessary.• Protection relay circuitry (l<strong>in</strong>ked to <strong>the</strong> DC offset circuitry) that prevents “thumps” when power<strong>in</strong>g on oroff. This means that you can use <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> with a s<strong>in</strong>gle power strip <strong>in</strong>to which a mixer or o<strong>the</strong>r audiodevices are connected, without danger of damage to connected speakers.• Toroidal transformer power supply.• Rugged construction (an all-steel chassis with a titanium f<strong>in</strong>ish and a lightweight anodized alum<strong>in</strong>um heats<strong>in</strong>k) makes <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> em<strong>in</strong>ently roadworthy.• Flexible design allows <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> to be used free-stand<strong>in</strong>g or, with <strong>the</strong> use of <strong>in</strong>cluded rack ears,mounted <strong>in</strong> any standard 19" rack (tak<strong>in</strong>g just a s<strong>in</strong>gle rack space).• Three-year warranty.• Last but certa<strong>in</strong>ly not least, value. The <strong>Samson</strong> <strong>Servo</strong> <strong>120a</strong> has been designed from <strong>the</strong> ground up to deliverexcellent yet affordable sound quality.5

                                                    

                                                    Guided Tour - Front Panel            1: Channel <strong>in</strong>put level controls - These 41-position detented knobs allow you to adjust <strong>the</strong> <strong>in</strong>put level of <strong>the</strong>signal arriv<strong>in</strong>g at <strong>the</strong> rear-panel <strong>in</strong>put jacks (see #4 and #5 on <strong>the</strong> follow<strong>in</strong>g page). At <strong>the</strong>ir fully counterclockwiseposition, <strong>the</strong> signal is attenuated by 70 dB (essentially completely off). At <strong>the</strong>ir fully clockwise position, <strong>the</strong>signal is at unity ga<strong>in</strong> (that is, no attenuation). When +4 dBu of signal arrives at <strong>the</strong> <strong>in</strong>put jacks and <strong>the</strong> Channel<strong>in</strong>put level controls are set to <strong>the</strong>ir fully clockwise “0 dB” position, <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> delivers full power output.2: LED meters - These ten-segment LED meters cont<strong>in</strong>uously monitor <strong>the</strong> power output level for <strong>the</strong> correspond<strong>in</strong>gchannel. For example, when <strong>the</strong> -8dB segment is lit, <strong>the</strong> amplifier is operat<strong>in</strong>g at 20% of it's maximumpower. When <strong>the</strong> -4dB segment is lit, 40% of it's maximim power, 0dB segment, 60% power, +2 segment lit, 80%power, +4 segment lit, 100% power. When <strong>the</strong> PEAK LED lights, <strong>the</strong> amplifier is produc<strong>in</strong>g a distorted (clipped)output signal For <strong>the</strong> best signal-to-noise ratio, <strong>the</strong> PEAK segment should light occasionally dur<strong>in</strong>g maximumlevels: If it lights frequently, <strong>the</strong> amplifier may be overloadedTry turn<strong>in</strong>g down <strong>the</strong> <strong>in</strong>put level controls. If <strong>the</strong>amplifier now delivers too low an output level for your application, consider us<strong>in</strong>g Bridge mode (see <strong>the</strong> “BridgeMode” section on page 10 <strong>in</strong> this manual for more <strong>in</strong><strong>format</strong>ion).3: Headphone jack - Connect any standard stereo headphones to this jack (via a standard 1/4" TRS plug) forprivate monitor<strong>in</strong>g of <strong>the</strong> f<strong>in</strong>al output signal. NOTE: The <strong>Servo</strong> <strong>120a</strong> speaker outputs are not automaticallymuted when headphones are <strong>in</strong>serted <strong>in</strong>to <strong>the</strong> Headphone jack—to monitor <strong>in</strong>com<strong>in</strong>g signal <strong>in</strong> privacy, press<strong>the</strong> Speaker on/off switch (see #7 below) so that it is out (<strong>in</strong> its “up” position)—<strong>the</strong> Speaker on/off LED will go off.The built-<strong>in</strong> <strong>Servo</strong> <strong>120a</strong> headphone amplifier delivers 400 mW <strong>in</strong>to 100 ohms.4: Power LED - Lit whenever <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is powered on.5: Power switch - Use this to power <strong>the</strong> <strong>Servo</strong>120 on or off.6: Speaker on/off LED - Lights when <strong>the</strong> Speaker on/off switch (see #6 above) is pressed <strong>in</strong> and <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>is deliver<strong>in</strong>g signal to its rear panel output term<strong>in</strong>als (see #7 on <strong>the</strong> follow<strong>in</strong>g page).7: Speaker on/off switch - When pressed <strong>in</strong> (<strong>the</strong> normal position), <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> delivers signal to its rearpanel output term<strong>in</strong>als (see #3 on <strong>the</strong> follow<strong>in</strong>g page). When this switch is out (<strong>in</strong> its “up” position), outgo<strong>in</strong>gsignal is muted, allow<strong>in</strong>g personal monitor<strong>in</strong>g of <strong>in</strong>com<strong>in</strong>g signal through connected headphones (see #3above).8: Idle LED - Lit when <strong>the</strong>re is signal present at <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>'s <strong>in</strong>put.9: Protect LED - When illum<strong>in</strong>ated, <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is <strong>in</strong> protection mode and <strong>the</strong> outputs temporarily shut off.10: Peak LED - Lit whenever <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is produc<strong>in</strong>g a clipped output signal.6

                                                    

                                                    Guided Tour - Rear Panel       1: AC Input - Connect <strong>the</strong> supplied standard 3-p<strong>in</strong> “IEC” plug here.2: Fuse Holder - Insert a 2.5 amp, SLO-BLO 125 volt fuse here for 115 volt operation, or a 1.5 amp, SLO-BLO 250volt fuse for 230 volt operation.WARNING: Fuses should only be replaced with <strong>the</strong> power cord disconnected.3: 5-way B<strong>in</strong>d<strong>in</strong>g Post Output Connectors - Use <strong>the</strong>se to connect each channel of <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> to loudspeakers.Be sure to connect <strong>the</strong> loudspeaker correctly, with <strong>the</strong> red (+) term<strong>in</strong>al normally connected to <strong>the</strong>positive <strong>in</strong>put of <strong>the</strong> speaker and <strong>the</strong> black (ground) term<strong>in</strong>al normally connected to <strong>the</strong> negative <strong>in</strong>put of <strong>the</strong>speaker. See <strong>the</strong> “Bridge Mode” section on page 10 <strong>in</strong> this manual for speaker connection <strong>in</strong>structions whenus<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode.4: Balanced Inputs* - Connect <strong>in</strong>com<strong>in</strong>g signal to <strong>the</strong>se electronically balanced 1/4" TRS (Tip/R<strong>in</strong>g/Sleeve)jacks, wired as follows: Tip hot, R<strong>in</strong>g cold, and Sleeve ground. Use balanced three-conductor cabl<strong>in</strong>g and TRSplugs wherever possible (unbalanced two-conductor plugs can also be <strong>in</strong>serted <strong>in</strong>to <strong>the</strong>se <strong>in</strong>puts, but you’ll getbetter signal quality and less outside noise and hum if you use balanced l<strong>in</strong>es). Stereo signals should be connectedto both <strong>the</strong> left and right <strong>in</strong>put jacks; when operat<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode, use <strong>the</strong> left <strong>in</strong>putjack only (see page 10 <strong>in</strong> this manual for more <strong>in</strong><strong>format</strong>ion). The <strong>Servo</strong> <strong>120a</strong> accepts <strong>in</strong>put levels of any strengthbut needs at least +4 dBu to achieve maximum power.5: Unbalanced Inputs* - Connect <strong>in</strong>com<strong>in</strong>g signal to <strong>the</strong>se unbalanced RCA-type jacks. Stereo signals shouldbe connected to both <strong>the</strong> left and right <strong>in</strong>put jacks; when us<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode, use <strong>the</strong> left<strong>in</strong>put jack only (see page 10 <strong>in</strong> this manual for more <strong>in</strong><strong>format</strong>ion). The <strong>Servo</strong> <strong>120a</strong> accepts <strong>in</strong>put levels of anystrength but needs at least -10 dBv to achieve maximum power.6: Bridge switch - For normal operation, place this switch at its right (“STEREO”) position. When placed at itsleft (“BRIDGE”) position, <strong>the</strong> two amplifier sections (<strong>the</strong> left and right channels) are bridged, provid<strong>in</strong>g full 120watt power <strong>in</strong>to a s<strong>in</strong>gle output. For more <strong>in</strong><strong>format</strong>ion, see <strong>the</strong> “Bridge Mode” section on page 10 <strong>in</strong> this manual.WARNING: Due to <strong>the</strong> extremely high power output of <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> when used <strong>in</strong> Bridge mode, be sureto use only 8 ohm loudspeakers sufficiently rated to handle <strong>the</strong> resultant wattage.* If required, both <strong>the</strong> balanced and unbalanced <strong>in</strong>puts can be used simultaneously.7

                                                    

                                                    Sett<strong>in</strong>g Up and Us<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> Power AmplifierBridge switchOutput connectorsInput connectorsChannel Input controlProtection LEDTen-segment LED metersHeadphone jack andSpeaker on/off switchSett<strong>in</strong>g up your <strong>Servo</strong> <strong>120a</strong> is a simple procedure which takes only a few m<strong>in</strong>utes:1. Remove all pack<strong>in</strong>g materials (save <strong>the</strong>m <strong>in</strong> case of need for future service) and decidewhere <strong>the</strong> amplifier is to be physically placed—it can be used free-stand<strong>in</strong>g or mounted <strong>in</strong> astandard 19" rack, requir<strong>in</strong>g only one rack space. When <strong>in</strong>stalled, make sure that <strong>the</strong>re is goodventilation around <strong>the</strong> entire unit (we recommend us<strong>in</strong>g spacer panels, especially if multipleamplifiers are used <strong>in</strong> a rack. Before rack-mount<strong>in</strong>g, use a Philips screwdriver to remove <strong>the</strong><strong>Servo</strong> <strong>120a</strong>’s feet.2. Set <strong>the</strong> rear panel Bridge switch as desired (see page 10 <strong>in</strong> this manual).3. Make <strong>the</strong> speaker connections, us<strong>in</strong>g <strong>the</strong> 5-way b<strong>in</strong>d<strong>in</strong>g post output connectors on <strong>the</strong> rearpanel. It is never a good idea to power up any amplifier that is not connected to loudspeakers.In normal operation, any loudspeakers with a m<strong>in</strong>imum impedance load of 4 ohms (thatis, 4 ohms or greater) can be used; however, <strong>in</strong> Bridge mode, 8 ohm speakers must be used.Be sure to connect <strong>the</strong> loudspeaker correctly. In normal mode, connect <strong>the</strong>m with <strong>the</strong> red (+)term<strong>in</strong>al connected to <strong>the</strong> positive <strong>in</strong>put of <strong>the</strong> speaker and <strong>the</strong> black (ground) term<strong>in</strong>al connectedto <strong>the</strong> negative <strong>in</strong>put of <strong>the</strong> speaker. See page 10 <strong>in</strong> this manual for connection <strong>in</strong>structionswhen us<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode.4. Next, make <strong>the</strong> signal <strong>in</strong>put connections, us<strong>in</strong>g <strong>the</strong> electronically balanced 1/4" and/or <strong>the</strong>unbalanced RCA-type <strong>in</strong>put connectors on <strong>the</strong> rear panel (if operat<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridgemode, use <strong>the</strong> left <strong>in</strong>put only—see page 7 <strong>in</strong> this manual). If your mixer or crossover networkhas balanced outputs, use <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>’s electronically balanced <strong>in</strong>puts (unbalanced twoconductorplugs can also be <strong>in</strong>serted <strong>in</strong>to <strong>the</strong>se <strong>in</strong>puts, but you’ll get better signal quality andless outside noise and hum if you use balanced l<strong>in</strong>es).5. On <strong>the</strong> front panel of <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>, turn both Channel <strong>in</strong>put controls fully counterclockwise.Then connect <strong>the</strong> supplied 3-p<strong>in</strong> “IEC” cable to <strong>the</strong> rear panel IEC connector and to anygrounded AC socket. Because of <strong>the</strong> relay protection circuitry built <strong>in</strong>to <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>, youcan even plug it <strong>in</strong>to <strong>the</strong> same power strip that o<strong>the</strong>r audio devices (such as a mix<strong>in</strong>g console)are connected to. You can <strong>the</strong>n turn on all devices at once with <strong>the</strong> s<strong>in</strong>gle power strip on-offswitch, with no danger of damag<strong>in</strong>g connected speakers by generat<strong>in</strong>g “thumps.”6. Press <strong>the</strong> front panel Speaker on/off switch (so that it is <strong>in</strong>, <strong>in</strong> its “down” position) and <strong>the</strong>npress <strong>the</strong> front panel Power switch <strong>in</strong> order to turn on <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>. The Power LED will lightand <strong>the</strong> Protection LED will go on. After approximately five seconds, <strong>the</strong> Protection LED willgo off and <strong>the</strong> Speaker LED (<strong>in</strong> <strong>the</strong> Speaker on/off switch) will light <strong>in</strong>stead (you’ll hear a clickwhen this occurs).7. Apply an <strong>in</strong>put signal to <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> at or about +4 dBu (if send<strong>in</strong>g signal from a mixer,drive <strong>the</strong> output meters at approximately 0 vu). While <strong>the</strong> <strong>in</strong>put signal is present, slowly raise<strong>the</strong> Channel Input controls until <strong>the</strong> desired sound level is achieved. The ten-segment LEDmeters next to each Channel <strong>in</strong>put control will show you <strong>the</strong> cont<strong>in</strong>uous power output of <strong>the</strong><strong>Servo</strong> <strong>120a</strong> as signal is be<strong>in</strong>g passed. For <strong>the</strong> best signal-to-noise ratio, <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> shouldnormally be run with <strong>the</strong> Channel Input controls at or near maximum and <strong>the</strong> right-most (+4dB / 100%) segment should light occasionally (but not frequently) dur<strong>in</strong>g peak levels. If youare us<strong>in</strong>g a mixer that has a master output level control (sometimes called “Control Roomlevel”), use it to attenuate <strong>the</strong> signal as necessary to achieve <strong>the</strong> desired speaker level.8. You can monitor <strong>the</strong> output signal <strong>in</strong> privacy by connect<strong>in</strong>g a pair of headphones to <strong>the</strong>front panel headphone jack and press<strong>in</strong>g <strong>the</strong> Speaker on/off switch so that it is out (<strong>in</strong> its “up”position), at which time <strong>the</strong> Speaker LED will go off.WARNING: Because <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is capable of generat<strong>in</strong>g extremely high headphonesignal levels, always start with <strong>the</strong> Channel Input knobs turned down and <strong>the</strong>n slowlyraise <strong>the</strong>m to <strong>the</strong> desired level.If you encounter difficulty with any aspect of sett<strong>in</strong>g up or us<strong>in</strong>g your <strong>Servo</strong> <strong>120a</strong>, you can call<strong>Samson</strong> Technical Support (1-800-372-6766) between 9 AM and 5 PM EST.8 8

                                                    

                                                    The <strong>Servo</strong> <strong>120a</strong> Protection CircuitryAs noted <strong>in</strong> <strong>the</strong> “Guided Tour” section of this manual, <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>'s front panelProtection LED <strong>in</strong>dicates <strong>the</strong> activity of <strong>the</strong> relay speaker connection circuitry. When<strong>the</strong> Protection LED is lit, this circuitry is <strong>in</strong>active, and all connected speakers are muted(provided with 0 volts DC), thus protect<strong>in</strong>g <strong>the</strong>m and prevent<strong>in</strong>g any audible “thump”from occurr<strong>in</strong>g.The follow<strong>in</strong>g conditions will cause <strong>the</strong> Protection LED to go on:• Initial power-up: For approximately five seconds after <strong>in</strong>itial power-up, <strong>the</strong> relayspeaker connection circuitry is deactivated and <strong>the</strong> speaker output is muted. If everyth<strong>in</strong>gis operat<strong>in</strong>g normally, you will hear an audible click at <strong>the</strong> conclusion of thisbrief period, as <strong>the</strong> circuitry is activated and <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> beg<strong>in</strong>s deliver<strong>in</strong>g signalto connected speakers (at which po<strong>in</strong>t <strong>the</strong> Speaker LED will light if <strong>the</strong> Speaker on/offswitch is <strong>in</strong> its “<strong>in</strong>” position). It is normal for <strong>the</strong> Protection LED to fade gradually after<strong>the</strong> amplifier is powered off.WARNING: If <strong>the</strong> Protection LED fails to go out (and you fail to hear <strong>the</strong> accompany<strong>in</strong>gaudible click) approximately five seconds after power-up, turn <strong>the</strong><strong>Servo</strong> <strong>120a</strong> off immediately and check all external devices and wir<strong>in</strong>g for possibleshorts or o<strong>the</strong>r defects.• Overheat<strong>in</strong>g: A temperature sens<strong>in</strong>g device <strong>in</strong> <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> will cause <strong>the</strong> relayspeaker connection circuitry to be activated (and <strong>the</strong> Protection LED to go on) whenever<strong>the</strong> operat<strong>in</strong>g temperature of <strong>the</strong> unit rises above a safe level. To guard aga<strong>in</strong>stthis problem, make sure <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> receives adequate ventilation on all sides(see page 8 for more <strong>in</strong><strong>format</strong>ion); <strong>in</strong> extreme environmental conditions, you may alsowant to consider <strong>the</strong> use of cool<strong>in</strong>g fans.• Severe overcurrent conditions: This occurs whenever <strong>the</strong> signal be<strong>in</strong>g outputfrom <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> rises to a level above 20% THD (Total Harmonic Distortion).• Shorted speaker cables: This will occur if, due to faulty wir<strong>in</strong>g, <strong>the</strong> hot and groundsignals be<strong>in</strong>g output by <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> short to one ano<strong>the</strong>r.• Output impedance drops below 2 ohms: This can occur if <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is connectedto <strong>in</strong>appropriate speaker systems (see <strong>the</strong> “Sett<strong>in</strong>g Up and Us<strong>in</strong>g <strong>the</strong> <strong>Servo</strong><strong>120a</strong>” section <strong>in</strong> this manual for more <strong>in</strong><strong>format</strong>ion).• DC voltage detected at speaker output: The most likely cause of this is an <strong>in</strong>ternalfailure.In general, any time <strong>the</strong> Protection LED lights up (o<strong>the</strong>r than dur<strong>in</strong>g <strong>the</strong> approximatelyfive seconds follow<strong>in</strong>g <strong>in</strong>itial power-up), <strong>the</strong>re is reason to be concerned. If thisoccurs, turn <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> off immediately and carefully check all wir<strong>in</strong>g and externaldevices <strong>in</strong> order to locate and correct <strong>the</strong> condition that caused <strong>the</strong> LED to light up <strong>in</strong><strong>the</strong> first place.9

                                                    

                                                    Bridge ModeThe <strong>Servo</strong> <strong>120a</strong> provides a rear-panel switch that allows it to be used <strong>in</strong> a Bridgemode. When this switch is placed <strong>in</strong> <strong>the</strong> “RIGHT” (Stereo) position, <strong>the</strong> <strong>Servo</strong> <strong>120a</strong>functions as a true stereo amplifier, where both of <strong>the</strong> two <strong>in</strong>dependent amplifierchannels (left and right) can receive different <strong>in</strong>put signals and produce <strong>in</strong>dependentoutput signals. However, when <strong>the</strong> switch is placed <strong>in</strong> <strong>the</strong> “LEFT” (Bridge) position,both amplifier channels process only <strong>the</strong> signal present at <strong>the</strong> left <strong>in</strong>put, thus produc<strong>in</strong>ga s<strong>in</strong>gle output signal with a true 120 watt output (<strong>in</strong>to 8 ohms).WARNING: Bridge mode is to be used only when <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> is connected toan 8 ohm speaker load. Use of Bridge mode with speaker loads of 4 ohms or lesscan result <strong>in</strong> severe damage to <strong>the</strong> unit due to excessive heat and current andwill void your warranty!INPUTLEFT(+)OUTPUTRIGHT(+)OUTPUTThe illustration on <strong>the</strong> left shows how this works. In bridge mode, <strong>the</strong> polarity(phase) of <strong>the</strong> right output signal is reversed relative to that of <strong>the</strong> left output signal.Both channels <strong>the</strong>n process <strong>the</strong> same signal, with <strong>the</strong> speaker load connected so thatpower is derived from both channels. The effective voltage sw<strong>in</strong>g seen by <strong>the</strong> load isthus doubled so that <strong>the</strong> power output is doubled.When us<strong>in</strong>g <strong>the</strong> <strong>Servo</strong> <strong>120a</strong> <strong>in</strong> Bridge mode, be sure to connect each loudspeaker asshown <strong>in</strong> <strong>the</strong> illustration below (and as silkscreened on <strong>the</strong> rear panel), with <strong>the</strong> red (+)term<strong>in</strong>al of <strong>the</strong> left channel connected to <strong>the</strong> positive <strong>in</strong>put of <strong>the</strong> speaker and <strong>the</strong> red(+) term<strong>in</strong>al of <strong>the</strong> right channel connected to <strong>the</strong> negative <strong>in</strong>put of <strong>the</strong> speaker. Donot use <strong>the</strong> black (ground) output term<strong>in</strong>al of ei<strong>the</strong>r channel (<strong>the</strong> speaker loadmust “float” away from <strong>the</strong> amplifier chassis).+-10

                                                    

                                                    Appendix A: L<strong>in</strong>earity vs. Frequency SweepAUDIO PRECISION <strong>Servo</strong> <strong>120a</strong> LEVEL (dBr) vs FREQ (Hz)0dB ref5.00004.0000Ap3.00002.00001.00000.0-1.000-2.000-3.000-4.000-5.00010 100 1k 10k 50kL<strong>in</strong>earity (0 dB Ref) vs. frequency sweep10 Hz - 50 kHz11

                                                    

                                                    Appendix B: Power Output vs. THDAUDIO PRECISION <strong>Servo</strong> <strong>120a</strong> THD +N (%) & LEVEL (W) vs FREQ (Hz)WattsTHD80.00073.000Ap1.000.900061.00056.00048.00040.00032.00021.00015.0008.000.8000.7000.6000.5000.4000.3000.2000.1000200.0u 0.00020 100 1k 10k 50kPower output (60 W) vs. Total Harmonic Distortion12

                                                    

                                                    SpecificationsRated Output Power, per channel (@ 1 kHz)Stereo mode4 ohm, .

                                                    

                                                    Notes14

                                                    

                                                    <strong>Samson</strong> Technologies Corp.575 Underhill Blvd.P.O. Box 9031Syosset, NY 11791-9031Phone: 1-800-3-SAMSON (1-800-372-6766)Fax: 516-364-3888www.samsontech.com
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